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DITCH LINE OR TO& OF SLOPE

5
(1.5m)

——PLACE 1’-4" (400mm) SQUARH
x 6 (150mm) CONCRETE
COLLAR AT END OF P.U. OR
STUB INTO CONCRETE
OUTLET/CULVERT.

COST INCIDENTAL TO P.U.
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LONGITUDINAL

SLOPE OF PAVMENT

SEE DETAIL C

P.U. SHALL NOT PROJECT 0.20% MIN. SLOPE
INTO CULVERT MORE THAN 2N

7 (25mm) &SHALL FIT TIGHT

TO KEEP MORTAR OUT OF

CULVERT.

— TACK
TYPICAL PIPE_UNDERDRAIN OUTLET - Y WELD
Y’ (5mm) WIRE STOCK BENT TO A
SPIRAL CONFIGURATION. TO INSTALL,
TWIST INTO DRAIN TILE END.
\_-» (FOR CORRUGATED CIRCULAR METAL PIPE)
PIPE UNDERDRAIN—=C  \ N\ TACK
e = WELD
GENERAL NOTES . - 6x6" (150X150mm) EXPANDED METAL

Lo

ALL WORK TO BE IN ACCORDANCE WITH THE P.C.C.  GROUT =

APPLICABLE PORTIONS OF THE STANDARD NS

CULVERT OR - v
STRUCTURE

SPECIFICATIONS EXCEPT AS MODIFIED HEREON.

IN ADDITION TO THE REQUIREMENTS OF ARTICLE

601.08 OF THE STANDARD SPECIFICATIONS, v
THE CONTRACT UNIT PRICE PER FOOT (METER) FOR PIPE UNDERDRAINS
4" (100mm) SHALL INCLUDE THE COST FOR FURNISHING AND PLACING .
THE RODENT SHIELD.

THE REMOVABLE RODENT SHIELD SHALL BE FURNISHED AND INSTALLED IN
ACCORDANCE WITH ONE OF THE CONFIGURATIONS SHOWN. THE SHIELD

SHALL BE FABRICATED FROM STEEL WIRE, OR EXPANDED METAL, AS DETAILED
ABOVE AND SHALL BE GALVANIZED AFTER FABRICATION IN ACCORDANCE

WITH AASHTO M-111. OTHER SUBMITTED DESIGNS FOR A REMOVABLE
RODENT SHIELD WILL BE ALLOWED WITH THE APPROVAL OF THE ENGINEER.

\ \ \\\-AGGREGATE BASE COURSE, TYPE A

Vo

\ — SEE CURB & GUTTER SUBGRADE OPTIONS
| LAKE COUNTY DETAIL # LC6004.

L GEOTECHNICAL FABRIC

FOR GROUND STABILIZATION SECTION A-A

{z LF (0.em) FOR 4" (100mm) PIPE)
(3 LF (0.9m) FOR & (150mm) PIPE)

i

- 4l/z” (113mm) FOR 4" (100mm) PIPE
- 6" (163mm) FOR 6/ (150mm) PIPE

; SHIELD WITH TWGO 2'-6" (750mm) LONG
AN PREFABRICATED 6 GAGE STEEL STRUTS
FOR SNUG FIT INTO THE DRAIN TILE END.

——FIELD CUT HOLE IN
CULVERT FOR PIPE

DETAIL C

RODENT SHIELDS DETAIL
(ALTERNATES)

APPROVEDBY: G. N. WIESNER
DATE: SEPT. 8, 1999
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